
 Technical specification  
 
 
  

 
 

 
Nokian NTR 
 
Nokian NTR 45 in 17.5” size 
 
Sizes 215/75 R 17.5 

235/75 R 17.5 
  
 
Application All-season drive axle tyre 

• For delivery trucks  
• Also for city buses 

 
 
Maximum load capacities per axle 

Size 
 

Pattern 
Design 

LI/SS Inflation 
Pressure 

Single Load Dual Load 

215/75R17.5 NTR 45 126/124M 7,00 bar 3400 kg @130 km/h 6400 kg @ 130 km/h 
235/75R17.5 NTR 45 132/130M 7,75 bar 4000 kg @130 km/h 7600 kg @ 130 km/h 

 
 
Tyre dimensions 

Size 
 

Pattern 
Design 

Tread 
depth 
(mm) 

Approved 
Rims (in) 

Overall 
Diameter 

(mm) 

Tyre 
Width 
(mm) 

Static 
Loaded 
Radius 
(mm) 

Rolling 
Circ. 
(mm) 

Minimum 
Dual 

Spacing 
(mm) 

215/75R17.5 NTR 45 14,5 6.00, 6.75 775 210 362 2370 239 
235/75R17.5 NTR 45 14,5 6.75, 7.50 802 234 372 2432 262 
 
 
Compound Special compound for All-season use 

 
Properties  

• Excellent mileage  
• Dense block pattern provides good grip 
• Good stability due to pattern tie-bars 
• Even tyre wear 
• Stone ejectors in the main grooves 
• M+S marking 
• Driving Safety Indicators (DSI) 
 

Certificates 
• E4-54R-0022467 (215/75R17.5) 
• E4-54R-0022466 (235/75R17.5) 
• E4-117R-010436-S (Noise homologation) 
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